


Order data diagnostic modules

Picture Designation Article number Enclosures
Number of 
diagnostic 

circuits

Digital 
outputs

Interfaces

IO-link NFC USB 2.0

SRF DI-C-0/1-T 6075619122 DIN rail housing 22.5 mm 1 – x x x

SRF DI-C-8/1-T 6075619123 DIN rail housing 22.5 mm 1 8 x x x

SRF DI-C-16/1-T 6075619124 DIN rail housing 22.5 mm 1 16 x x x

SRF DI6-C-0/1-T 6075619125 DIN rail housing 22.5 mm 6 – x x x

SRF DI-F-0/2-E0,25 6075689126 Rectangular sensor enclosure
(Use directly on the machine) 1 – x x

Diagnostic module
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Technical data

Control cabinet module

•	 Rated operational voltage Ue: 24 V DC
•	 IO-Link protocol: V1.1
•	 Output current per signal output Ie: 50 mA
•	 Ambient temperature: 0 °C to +60 °C
•	 Protection class: IP20

Field module

•	 Rated operational voltage Ue: 24 V DC
•	 IO-Link protocol: V1.1
•	 Ambient temperature: –25 °C to +70 °C
•	 Protection class: IP69
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Zubehör
Baureihe SRF

Anschluss

Typbezeichnung  SRF DI-C-8/1-T Artikelnummer 6075619123

Elektrische Daten

Bemessungsbetriebsspannung Ue 24 V DC, verpolungssicher, +25 %, - 20 % (PELV / SELV-Netzteil)
Spannungspegel gemäß Typ 3 EN 61131-2
Bemessungsbetriebsstrom Ie 50 mA (pro Meldeausgang)
Spannungsfall Ud < 3,5 V (pro Meldeausgang)
Leerlaufstrom I0 ≤ 50 mA
Meldeausgänge PNP, Schließer (geschlossen bei geö�neter Schutzeinrichtung)
Kurzschlussschutz ja
EMV gemäß EN 61326-1 und EN 61131-9

Klemme   1 – +24 V DC
Klemme   2 – IO-Link 24 V
Klemme   3 – IO-Link CQ
Klemme   4 – GND
Klemme   5 – Diagnose 1 IN
Klemme   6 – Diagnose 2 IN
Klemme   7 – Diagnose 2 OUT
Klemme   8 – Diagnose 1 OUT
Klemme   9 – Ausgang 01
Klemme 10 – Ausgang 02
Klemme 11 – Ausgang 03
Klemme 12 – Ausgang 04
Klemme 13 – Ausgang 05
Klemme 14 – Ausgang 06
Klemme 15 – Ausgang 07
Klemme 16 – Ausgang 08 
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Zubehör
Baureihe SRF

Anschluss

Typbezeichnung  SRF DI-C-8/1-T Artikelnummer 6075619123

Elektrische Daten

Bemessungsbetriebsspannung Ue 24 V DC, verpolungssicher, +25 %, - 20 % (PELV / SELV-Netzteil)
Spannungspegel gemäß Typ 3 EN 61131-2
Bemessungsbetriebsstrom Ie 50 mA (pro Meldeausgang)
Spannungsfall Ud < 3,5 V (pro Meldeausgang)
Leerlaufstrom I0 ≤ 50 mA
Meldeausgänge PNP, Schließer (geschlossen bei geö�neter Schutzeinrichtung)
Kurzschlussschutz ja
EMV gemäß EN 61326-1 und EN 61131-9

Klemme   1 – +24 V DC
Klemme   2 – IO-Link 24 V
Klemme   3 – IO-Link CQ
Klemme   4 – GND
Klemme   5 – Diagnose 1 IN
Klemme   6 – Diagnose 2 IN
Klemme   7 – Diagnose 2 OUT
Klemme   8 – Diagnose 1 OUT
Klemme   9 – Ausgang 01
Klemme 10 – Ausgang 02
Klemme 11 – Ausgang 03
Klemme 12 – Ausgang 04
Klemme 13 – Ausgang 05
Klemme 14 – Ausgang 06
Klemme 15 – Ausgang 07
Klemme 16 – Ausgang 08 
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6075689126 / 0214-19

Pin 1 – +
Pin 2 – Q1
Pin 3 – -
Pin 4 – Q2
Pin 5 – I1
Pin 6 – I2
Pin 7 – IO-Link 
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Zubehör
Baureihe SRF

Anschluss

Typbezeichnung  SRF DI-F-0/2-E0,25 Artikelnummer 6075689126

Elektrische Daten

Bemessungsbetriebsspannung Ue 24 V DC, verpolungssicher, +25 %, - 20 % (PELV / SELV-Netzteil)
Spannungspegel gemäß Typ 3 EN 61131-2
Leerlaufstrom I0 ≤ 15 mA
EMV gemäß EN 61326-1 und EN 61131-9
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Accessories

Single-ended cordset and double-ended cordset

Connection  
alternatively  

selectable

Pos.-Nr. Bezeichnung Artikelnummer Beschreibung Stecker 
Ausrichtung Stecker 1 Stecker 2 Polzahl Kabellänge 

[m]

1 S1W-M12A8/BW-2PU 6075689086 Double-ended cordset straight F M 8 2

1 S1W-M12A8/BW-1PU 6075689085 Double-ended cordset straight F M 8 1

8 S1W-M12B5/AW-10PU 6075689011 Double-ended cordset straight F M 5 10

8 S1W-M12B5/AW-5PU 6075689008 Double-ended cordset straight F M 5 5

8 S1W-M12B5/AW-2PU 6075689007 Double-ended cordset straight F M 5 2

2 S1W-M12C4/AW-10PU 6075689089 Double-ended cordset straight F M 4 10

2 S1W-M12C4/AW-5PU 6075689088 Double-ended cordset straight F M 4 5

2 S1W-M12C4/AW-2PU 6075689087 Double-ended cordset straight F M 4 2

SFW-M12A12/BW-10PU 6075689006 Single-ended cordset straight F 12 10

SFW-M12A12/BW-5PU 6075689005 Single-ended cordset straight F 12 5

SFW-M12A12/BW-2PU 6075689004 Single-ended cordset straight F 12 2

SFW-M12A8/BW-10PU 6075689187 Single-ended cordset straight F 8 10

SFW-M12A8/BW-5PU 6075689186 Single-ended cordset straight F 8 5

SFW-M12A8/BW-2PU 6075689185 Single-ended cordset straight F 8 2

3 SFW-M12B5/AW-20PU 6075689184 Single-ended cordset straight F 5 20

3 SFW-M12B5/AW-10PU 6075689183 Single-ended cordset straight F 5 10

3 SFW-M12B5/AW-5PU 6075689093 Single-ended cordset straight F 5 5

3 SFW-M12B5/AW-2PU 6075689092 Single-ended cordset straight F 5 2

3 SFW-M12C4/AW-20PU 6075689189 Single-ended cordset straight F 4 20

3 SFW-M12C4/AW-10PU 6075689188 Single-ended cordset straight F 4 10

3 SFW-M12C4/AW-2PU 6075689091 Single-ended cordset straight F 4 2

3 SFW-M12C4/AW-0,5PU 6075689090 Single-ended cordset straight F 4 0,5

Note: For series connections in which no guard locking is integrated, the T-adapters with item no. 4 are sufficient. 
In all other cases, we recommend item no. 7. The connection length depends on the specific application.

77/4 7/4 7 7/4

2/3 2/3 2/3

2/8 2/8
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T-adapter, termination plug and fixing screws

Pos.-Nr. Bezeichnung Artikelnummer Beschreibung

4 ATS-M12/4-M12/8 6075989082 T-adapter for series connection of sensors

5 ATD-M12/8-M12/4 6075989083 T-adapter for IO-Link connection and reset button

6 AEP-M12/4 6075689084 Termination plug M12

7 ATS-M12/5-M12/8 6075989001 T-adapter for the series connection of guard lockings with single-channel simultaneous 
guard locking control

AT-CLIP-M12 6075689127 Fixing clip for T-adapter

One-way screw M4 
× 16 6075689128 10 × fixing screws M4 × 16 one-way-screw

Abbildung Bezeichnung Artikelnummer Beschreibung

ESCR-SB-1 6051202024

Escape release 
The escape release can be mounted directly on the rear 
of the SLO. In case of an emergency, the escape release 
enables immediate opening of the guard locking from 
inside the hazardous area.

EMR-SB-1 6051202023

Emergency release 
The emergency release can be mounted directly on 
the rear of the SLO. In case of an emergency, it enables 
immediate opening of the guard locking from outside 
the hazardous area.

LRB-SB-40-1
LRB-SB-100-1

6051202025
6051202026

Extension module 
The extension module is mounted directly on the rear 
of the SLO. The module enables an extension of the 
emergency release and escape release by 40 or 100 mm. 
A customized extension of up to 100 mm is possible.

 

APB-1 6050102027
Mechanical blocking element that prevents unin-
tentional closing of the door and can be secured with 
padlocks.

ESCR-SB-MH 6051202028

Rotary knob for improved usability and optimal 
feel of the escape release for the SLO safety lock.                               
The rotary knob is an extension of the escape release                          
(article 6051202024) and has to be ordered separately,  
as well as mounted on the escape release.

Accessories SLO
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Mounting bracket and silicone protection cover

Picture Designation Article number Description

SEU-MB1H 1 6075689178 1 E-Stop mounting bracket, metal, black

SEU-MB1H-S 1 6075689179 1 E-Stop mounting bracket, stainless steel

SEU-WDC 1 6075689182 1 Silicone Washdown Cover IP67/69 for SEU-4

1 Stock items: Items available for immediate delivery

Silicone  
protection cover
SEU-WDC

Dimensions: A= Ø 7mm, B= Ø 30 mm

Mounting bracket
SEU-MB1H ...

Accessories SEU

Accessories

Picture Designation Article number Description

SCR P-PA 3991000250 USB programming adapter

USB-cable A/ 
Micro-B 3991000251 USB cable

SCR P-FPS 3991000252 Programming flash drive

Accessories SCR P and SCx

A
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Contact
International Headquarters  
BERNSTEIN AG
Hans-Bernstein-Str. 1
32457 Porta Westfalica
Phone  +49 571 793-0
info@bernstein.eu
www.bernstein.eu 

We make  
safety happen.

We keep your 
visions safe.

www.bernstein.eu


